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ﬁ DEGSON

DRPT Power Relay

DRPT-1C

Contact parameters

Contact form

Contact material
Resistive load

Motor load

Switch power

Contact resistance(Initial)

Electrical life(1s on/1s off)

Mechanical life(300cycles/min)

Coil parameters

Rated voltage (DC)
Rated resistance(+£10%)
Rated voltage (AC)
Rated resistance(£10%)
Operate voltage
Release voltage

Max input voltage

Coil power

Operate time

Release time

Universal parameters

Insulation resistance
Dielectric voltage

Between contacts

Between contacts(different pole)

Between contacts and coil

Shock withstanding
Vibration withstanding
Amblent temperature
Amblent humidity
Weight

Matching socket

Features

e Small size,1C:12A,2C:8A switching power.

e Multiple sockets optional.
e With test button ,diode and LED.
e Green product RoHS.

1c,2C

Ag alloy

1C:12A@277VAC/30VDC 2C:8A@277VAC/30VDC

1C:1/2HP@250VAC 2C:1/3HP@250VAC

1C:3324VA/360W 2C:2216VA/240W

<100mQ

>1x10%(1800 Ops/h)

>1x107(18000 Ops/h)
DC6V DC12V DC24V DC48V DC110V
680 2720 1087Q 43470 228300
AC6V AC12V AC24V AC48V AC100-110V
15.80 630 2520 1008Q 52940

DC:<75%(Rated voltage);AC:<80%(Rated voltage)
DC:>10%(Rated voltage);AC:>30%(Rated voltage)
110%(Rated voltage)

0.53W/0.8-1.0VA

<20ms

<10ms

1000MQ(500VDC/min)

1000VAC/1min

1000VAC/1min

5000VAC/1min

10G(Half sine wave pulse 11ms)
10-55Hz(Double amplitude 1.0mm)
-40...+85°C

45%~75%RH

25g

1C:DSRTO5A series ; 2C:DSRTO08A series

DRPT Power Relay is CE ROHS

Performance Parameters

AC220-240V
231440



ﬁ DEGSON DRPT Power Relay

Model Order

DRPT-2C - LR - D24 -02Z(H)

RoHS:H

Coil voltage:
DC:D6,D12,D24,D48,D110
AC:A6,A12,A24,A48,A110,A220

Function option:
LR:LED+Self-locking button;LDR:LED+Diode+Self-locking button

Contactform:1C,2C

Product Category:DRPT

Overall Dimensions

DRPT-1C DRPT-2C
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Installation Diagrams, Wiring Diagrams

DRPT-1C DRPT-2C

DRPT-1C-LR DRPT-1C-LDR DRPT-2C-LR DRPT-2C-LDR
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